Dynamo

POLYURETHANE SYSTEMS

Certificate of Insulation

This form must be filled out and posted to comply with building code requirements.
Meets IRC Chapter 11 Energy Efficiency Requirements and IECC Chapter 4, Commer-
cial Energy Efficiency Requirements.

DYNAMO/CLIMATEGARD PRODUCTS APPLIED
[] Dynamo D500/D5

[] Dynamo D50 (0.5 Ibs/ft3) IAPMO UES 930

] climateGard 2000 (2.0-2.2 Ibs/ft3)  |APMO UES 967

[] Dynamo ECO 2000 (2X) (2.0 -2.2 Ibs/ft?)

(0.5 Ibs/ft®) INTERTEK CCRR-0491

INTERTEK CCRR-0491

Consult International Building Code, Chapter 26-Plastic and
International Residential Code (IRC) R316 Foam Plastics for
Specific requirements.

The spray polyurethane foam insulation system(s) has/have been
installed in accordance with manufacturer’s

processing guidelines to provide a thermal resistance of:

Area Insulated Product Applied Aged R-Value Thickness**
Vented Attic Floor Area R- at inches
Sloped Ceilings / Cathedral Ceilings R- at inches
Unvented Attic/Under Roof Deck Insulation R- at inches
Walls (Location: ) R- at inches
Walls (Location: ) R- at inches
Floors (over an unheated crawl space) R- at inches
Crawl Space Perimeter R- at inches
Basement Walls R- at inches
Other (Location:) R- at inches
**Nominal thicknesses are representative of field, spray-applied foam material.
Dynamo/ClimateGard

Lot Numbers

Ignition Barrier / Intumescent Coating:

Manufacturer: Lot/Batch

Thermal Barrier Coating:

Manufacturer Lot/Batch

Jobsite Address
Building Contractor
Builder Address

Spray Foam Insulation Contractor

Company Name
Company Address

Signature

Date of Installation

Phone:

Phone:

Date

POST NEAR ELECTRICAL PANEL

Dynamo Polyurethane Systems LLC - 2113 Harwood Rd. - Ste 309 #900 - Bedford, Texas 76021 - 1-469-799-9991 - www.Dynamosps.com

Insulation Certificate 2025v_03DPSI




